
LU-904OKT

APACH INDUSTRIAL CO., LTD.
176 Industrial 9th Rd., Tali Dist., Taichung City, Taiwan 41280
Tel +886 4 2491 5576      Fax +886 4 2491 5580
www.apach.com.tw

Weight

1.2 kgs

2.64 lbs

5 - 7 kg / cm2

70 - 100 psi

303 x 72 x 256 mm

11.92” x 2.83” x 10.07”

Dimensions
(L x W x H)

Operating
Pressure

LU-9040KT
Staplers
18 GA Narrow Crown Stapler, Heav y Duty
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Features Fasteners

Tool Specifications

360° Adjustable Exhaust
Top Load Long Magazine for Increased 
Efficiency, Quick and Easy Re-loading
Well Balanced and Light Weight
Powerful Motor with Minimum Recoil for 
Enhanced Comfort of Use and Productivity
Tool-Free Quick Release Nose for Jam 
Removal in Seconds

18 GA Narrow Crown 90 Series
Compatible with Complete L, BeA 90, Duo-Fast 1800, 
Senco L Series
     .050” x .040” / 1.25 x 1.0mm
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Upholstery, Furniture, Bedding
Cabinets, Furniture, Light Wood Assembly
Door, Window, Trimming, Picture Frames, 
Building Components
Industrial, Pre-Fabricated Housing

Applications

150 staples

150 staples

Lead
Capacity


