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PTS-8400

Framing, Joiner

Door, Window, Trimming, Picture

Frames, Building Components

Industrial, Pre-Fabricated Housing

Applications
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Features

Cost Saving

Ergonomic Handle

Multiple Impact

Leather Glove Available for Enhanced Comfort

Weight

1 kgs

2.2 lbs

3.5 - 8 kg / cm2

50 - 120 psi

124 x 86 x 134 mm

4.9 x 3.4 x 5.3”

Dimensions
(L x W x H)

Operating
Pressure

Tool Specifications

1

1

Lead
Capacity

Palm Nailer

Nail size

mm
20 – 25
25 – 38
38 – 165

kg / cm2

3.5 – 5.5
5.5 – 7.0
7.0 – 8.0

inch
3/4 – 1”
1 – 1 1/2”
1 1/2 – 6 1/2”

psi
50 – 80
80 – 100
100 – 120

Air pressure

Suggested Air Pressure for Different Range of Nail Sizes:

PTS-8400 KIT Accessories Include:
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Plastic Carry Case

(L) Magnetized Guide Tip Unit – for Nail

Head Ø Up to 10 mm

(S) Magnetized Guide Tip Unit – for Nail

Head Ø Up to 5 mm

Magnetized Guide Tip Unit
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Guide Tip – for Larger Diameter Nails or

Buttons for Bags or Leather Goods

Steel Hammer Unit

Rubber Hammer Unit

Chisel Unit

Leather Glove for Enhanced Comfort

Maintenance Kits-O-Rings, Wrenches and Oil


